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up to 31,5 MPaNS10

Pressure relief valve, pilot operated,

sandwich plate type UZPR10

up to 100

APPLICATION

DESCRIPTION OF  OPERATION

Pressure relief valve sandwich plate type UZPR10UZPR10UZPR10UZPR10………… 

consists of a main body (1) and screwed-in relief 

cartridge valve pilot operated (2) type UZPS6UZPS6UZPS6UZPS6 according 

to catalogue sheet  WK 492 860WK 492 860WK 492 860WK 492 860.  Proper drilling of the 

body allows connections as per hydraulic diagram for 

the version. When the pressure in the system exceeds 

the setting of the valve (2), it opens, causing relief flow 

to port TTTT (for the  version …ABBA……ABBA……ABBA……ABBA… to port AAAA or BBBB). 

 

 

Pressure relief valve, pilot operated, sandwich plate 

design type UZPRUZPRUZPRUZPR10101010………… is used to limit pressure in 

hydraulic systems. 
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MMMMaaaaxxxximimimimum um um um operoperoperoperatatatatiiiing presng presng presng presssssureureureure 33331,1,1,1,5 5 5 5 MMMMPPPPaaaa

MMMMaaaaxxxximimimimum fum fum fum flllloooowwww

SettSettSettSettabababable pressle pressle pressle pressure rure rure rure raaaangengengengessss

MMMMaaaaxxxximimimimum um um um set pressset pressset pressset pressureureureure

5 5 5 5 MMMMPPPPa;  a;  a;  a;  11110000    MMMMPPPPaaaa;;;;        22220000    MMMMPPPPaaaa;;;;        33331111,,,,5555    MMMMPPPPaaaa

33331,1,1,1,5 5 5 5 MMMMPPPPaaaa

Weight

 1 1 1 100000 dm  0 dm  0 dm  0 dm  / m/ m/ m/ miiiinnnn3333

Viscosity range

Ambient temperature range

ReReReReqqqquuuuired fired fired fired f iiiiltrltrltrltratatatatiiiioooonnnn

Recommended  filtration

Hydraulic fluid

Nominal fluid viscosity

Fluid temperature range (in a tank)

mineral oil

up tup tup tup to o o o 11116666 µµµµmmmm

up to 10 µm

2 o
37 mm  /s at temperature 55   C

22,8 up to 380 mm  /s

recommended

max

-20  C  up to +70  Co o

40  C  up to  55  Co o

-20  C  up to +70  Co o

Type of cartridge pressure relief valves fitted UUUUZZZZPPPPSSSS6666  according to catalogue sheet WWWWK K K K 444499992 2 2 2 888866660000

1,6 kg for versions: ...AT...; ...PT...; ...BT...

2 kg  for versions: ...ATBT...; ...ABBA...

version UZPR10S...AAAATTTT...

version UZPR10S...AAAATBTBTBTBTTTT...version UZPR10S...BTBTBTBT...

version UZPR10S...PPPPTTTT...

version UZPR10S...ABBAABBAABBAABBA...

TECHNICAL  DATA

SCHEMES

Hydraulic schemes of valves type UUUUZZZZPPPPRRRR11110...0...0...0...
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54 O 6,6 - 4 holes

1 - Seal oooo----ringringringring 11112 x 2 x 2 x 2 x 2222 - 5 pcs/kit  (PPPP, TTTTAAAA, TTTTBBBB, AAAA, BBBB) 

2 - Mounting holes configuration of a subplate 

      in accordance with the standards listed below: 

      • CETOP RP 121HCETOP RP 121HCETOP RP 121HCETOP RP 121H - symbol CETOPCETOPCETOPCETOP 4.2-4-00005555 

        (nominal size CETOP 0CETOP 0CETOP 0CETOP 05555) 

      • ISO 4401ISO 4401ISO 4401ISO 4401  - symbol ISO 4401ISO 4401ISO 4401ISO 4401-00005555-04-0-94 

      fixing screws  M6M6M6M6    x Lx Lx Lx L**** - 10.910.910.910.9 - 4 pcs/kit  

      in accordance with PN PN PN PN ----    EN ISO 4762EN ISO 4762EN ISO 4762EN ISO 4762 

      tightening torque Md = Md = Md = Md = 15151515    NmNmNmNm 

3 - Required surface finish of a subplate 

     NOTE:NOTE:NOTE:NOTE:    

     (****) - Required length of the screws LLLL is related to  

            type and  the number of hydraulic components  

            sandwich fitted 

version UZPR10...AT...

OVERALL AND CONNECTION DIMENSIONS
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r 0,01/100 mm
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54O 6,6 - 4 holes

1 - Seal oooo----ringringringring 11112 x 2 x 2 x 2 x 2222 - 5 pcs/kit  (PPPP, TTTTAAAA, TTTTBBBB, AAAA, BBBB) 

2 - Mounting holes configuration of a subplate 

      in accordance with the standards listed below: 

      • CETOP RP 121HCETOP RP 121HCETOP RP 121HCETOP RP 121H - symbol CETOPCETOPCETOPCETOP 4.2-4-00005555 

        (nominal size CETOP 0CETOP 0CETOP 0CETOP 05555) 

      • ISO 4401ISO 4401ISO 4401ISO 4401  - symbol ISO 4401ISO 4401ISO 4401ISO 4401-00005555-04-0-94 

      fixing screws  M6M6M6M6    x Lx Lx Lx L**** - 10.910.910.910.9 - 4 pcs/kit  

      in accordance with PN PN PN PN ----    EN ISO 4762EN ISO 4762EN ISO 4762EN ISO 4762 

      tightening torque Md = Md = Md = Md = 15151515    NmNmNmNm 

3 - Required surface finish of a subplate 

     NOTE:NOTE:NOTE:NOTE:    

     (****) - Required length of the screws LLLL is related to  

            type and  the number of hydraulic components  

            sandwich fitted 

versions: UZPR10...BT...; ...PT...
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version UZPR10...ATBT...

OVERALL AND CONNECTION DIMENSIONS

1 - Seal oooo----ringringringring 11112 x 2 x 2 x 2 x 2222 - 5 pcs/kit  (PPPP, TTTTAAAA, TTTTBBBB, AAAA, BBBB) 

2 - Mounting holes configuration of a subplate 

      in accordance with the standards listed below: 

      • CETOP RP 121HCETOP RP 121HCETOP RP 121HCETOP RP 121H - symbol CETOPCETOPCETOPCETOP 4.2-4-00005555 

        (nominal size CETOP 0CETOP 0CETOP 0CETOP 05555) 

      • ISO 4401ISO 4401ISO 4401ISO 4401  - symbol ISO 4401ISO 4401ISO 4401ISO 4401-00005555-04-0-94 

      fixing screws  M6M6M6M6    x Lx Lx Lx L**** - 10.910.910.910.9 - 4 pcs/kit  

      in accordance with PN PN PN PN ----    EN ISO 4762EN ISO 4762EN ISO 4762EN ISO 4762 

      tightening torque Md = Md = Md = Md = 15151515    NmNmNmNm 

3 - Required surface finish of a subplate 

     NOTE:NOTE:NOTE:NOTE:    

     (****) - Required length of the screws LLLL is related to  

            type and  the number of hydraulic components  

            sandwich fitted 
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1 - Seal oooo----ringringringring 11112 x 2 x 2 x 2 x 2222 - 5 pcs/kit  (PPPP, TTTTAAAA, TTTTBBBB, AAAA, BBBB) 

2 - Mounting holes configuration of a subplate 

      in accordance with the standards listed below: 

      • CETOP RP 121HCETOP RP 121HCETOP RP 121HCETOP RP 121H - symbol CETOPCETOPCETOPCETOP 4.2-4-00005555 

        (nominal size CETOP 0CETOP 0CETOP 0CETOP 05555) 

      • ISO 4401ISO 4401ISO 4401ISO 4401  - symbol ISO 4401ISO 4401ISO 4401ISO 4401-00005555-04-0-94 

      fixing screws  M6M6M6M6    x Lx Lx Lx L**** - 10.910.910.910.9 - 4 pcs/kit  

      in accordance with PN PN PN PN ----    EN ISO 4762EN ISO 4762EN ISO 4762EN ISO 4762 

      tightening torque Md = Md = Md = Md = 15151515    NmNmNmNm 

3 - Required surface finish of a subplate 

     NOTE:NOTE:NOTE:NOTE:    

     (****) - Required length of the screws LLLL is related to  

            type and  the number of hydraulic components  

            sandwich fitted 

version UZPR10...ABBA...
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PERFORMANCE  CURVES

 measured at viscosity ν = 41 mm  /s  and temperature  t = 50  C2 o

SUBPLATES AND FIXING SCREWS

Subplates  and  screws  fixing  the  relief  valve

MMMM6 6 6 6 x Lx Lx Lx L**** - 1 - 1 - 1 - 10,0,0,0,9999 - 4 pcs/kit   in  accordance  with

PPPPNNNN - - - -    EEEENNNN    IIIISSSSOOOO    4444777766662222 must be ordered separately.

Tightening torque MMMMd = d = d = d = 11115 Nm5 Nm5 Nm5 Nm

NNNNOOOOTTTTEEEES:S:S:S:

(****) - Required  length of the screws LLLL is related

       to type and  the number of hydraulic

       components sandwich fitted.

TTTThe he he he ssssubpubpubpubpllllate  ate  ate  ate  symbosymbosymbosymbol l l l iiiin bn bn bn boooold  ld  ld  ld  iiiis ts ts ts the preferredhe preferredhe preferredhe preferred

versversversversiiiioooon n n n aaaavvvvaaaaiiiillllabababable le le le iiiin n n n sssshhhhort deort deort deort delllliiiivery tvery tvery tvery t ime.ime.ime.ime.

Subplates must be ordered according to the catalogue

sheet WWWWK K K K 444499996 6 6 6 555522220000. Subplate symbols:

G 66/01  - threaded connection G 3/8

G 67/01 - threaded connection G 1/2

G 89/01  - threaded connection  G1/4

G 67/02  - threaded connection  M22 x1,5
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UZPR *10

 Nominal size  (NS)

 NS10  = 10

 Pressure relief valves fitted

 valves type UZPS6 = S

S

 Relief function for flow direction (hydraulic schemes according to page 2)

 from A to T                                                                               = AT

from B to T                                                                               = BT

from P to T = PT

 from A to T and from B to T = ATBT

 from A to B and from B to A = ABBA

 Adjustment element

 set screw with internal hexagon = 2

 Settable pressure range

up to  5    MPa                                                                       = 50

 up to 10   MPa = 100

up to 20    MPa                                                                       = 200

 up to 31,5 MPa = 315

 Series number

 (00-09) - connection and installation dimensions unchanged   = 0X

 series 02                                                                                  = 02

Sealing

 NBR  (for fluids on mineral oil base)  = no code

 FKM  (for fluids on phosphate ester base) = V

 Further requirements in clear text

 (to be agreed with the manufacturer)

HOW  TO  ORDER

NOTES:NOTES:NOTES:NOTES:    

 

The pressure relief valve should be ordered according to the above coding. 

The symbols in bold are The symbols in bold are The symbols in bold are The symbols in bold are the the the the preferred versions available in short delivery time.preferred versions available in short delivery time.preferred versions available in short delivery time.preferred versions available in short delivery time.    

Coding example: UZPR10S - 02/315 - 2 PT      


